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I. ITEM NO. NEXT TO EQUIPMENT INDICATES ITEM NO. IN THE EQUIPMENT SCHEDULE TABLE

FQUIPMENT SCHEDULE (CONT.)

NO SCALE /
1.5
HP
EXHAUST FAN
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(SAME FOR CLEAN ROOM Cl06)
FQUIPMENT SCHEDULE
rFEOM EQUIPMENT |aTY. SPECIFICATIONS
A MOTOR FULL VOLTAGE NON-REVERSING COMBINATION MAGNETIC STARTER, HEAVY DUTY
STARTER NEMA |, SURFACE MOUNTED ENCLOSURE, 450V, 3 PHASE, NITH MOTOR
CIRCUIT PROTECTOR CIRCUIT BREAKER, FUSED 120V SECONDARY
CONTROL TRANSFORMER, START-STOP PUSH BUTTbNS, RED PILOT
LIGHT TO INDICATE MOTOR |15 RUNNING. SQUARE "D" CLASS 85349,
TYPE SCG. SIZES & QUANTITIES AS GIVEN BELOW. CIRCUIT BREAKERS
AND MOTOR OVERLOAD PROTECTION SHALL BE DESIGNED PER NEC FOR THE
MOTOR H.P. AND THE NAME PLATE FULL LOAD CURRENT. THE C.B. sHALL BE
RATED FOR 50,000 a SYMMETRICAL SHORT CIRCUT CURRENT.
3 | SIZE I, | - FOR 15 HP. SUPPLY FAN MOTOR; FOR 2- |5 HP. HOOD EXHAUST
FAN MOTORS
B DISCONNECT 2 HEAVY DUTY SINGLE THROW, NON - FUSEBLE, 600V, 3 POLE, 3 WIRE,
SWITCH 30 AMPS., WITH GROUNDING KIT IN NEMAR 3R ENCLOSURE. SQUARE "D
CLASS 3O, CAT. NO. HU36IRB TO BE USED FOR HOOD EXHAUST FAN
MOTORS.
C TWIST LOCK 40 |2 POLE, 3 WIRE, IS5 AMP., 277 VOLTS, SINGLE RECEPTICLE, HUBBELL
RECEPTICLE CATALOG 4560, FOR 2TV, IPHASE, RECIRC. FAN MOTORS. 20 FOR EACH CLEAN ROOM
D THIST LOCK 40 2 POLE, 3 WIREGROUNDING, IS5 AMP., 250VOLTS, CORROSION RESISTANT,
ol UG PLUG CATALOG NO. 45CMTOC, FOR 2T1V., | PHASE RECIRC FAN MOTORS.
20 FOR EACH CLEAN ROOM
E CIRCUIT 2 4560V, 3 POLE, I5 AMP, SQUARE "D" CIRCUIT BREAKER, WITH 65000 A SYMMETRICAL
BREAKER SHORT CIRCUIT RATING. THESE SHALL BE INSTALLED IN MCC-],
COMPLETE WITH BREAKER OPERATING MECHANISM, FOR EXHAUST FAN MOTORS.

RO JEquiPMENT | QT SPECIFICATIONS

F CIRCUIT | 4560V, 3 POLE, 50 AMP, SQUARE "D" CIRCUIT BREAKER, WITH 65,000 A STMMETRICAL
BREAKER SHORT CIRCUIT RATING TO FEED 30 KVA, 450-208/120V, 3 PHASE 4 WIRE

TRANSFORMER. THIS CIRCUT BREAKER SHALL BE INSTALLED IN EMPTY SPACE
(MCC-1), COMPLETE WITH OPERATING MECHANISM.

G DISCONNECT & HEAVEY DUTY 2 POLE, 20 AMP2TTV, AC SWITCHES WITH LOCK AND PILOT LIGHT,
SITCH GROUND SCREW, HUBBLE CATALOG NO. HBLI222ICN. THESE SWITCHES SHALL BE
(ALTERNATE) ENCLOSED IN A TRANSPARENT PLASTIC BOX TO AVOID UNINTENSIONAL SWITCH

AN\ o OPERéHg;N THESE SHALL gg INSTALLED QUTSIDE THE EAN ROOM

( H DISCONNEC T | HEAVEY DUTY, SING ROW, NO IBLE, 600V 3 POLE, E, 6O AMP. WITH
A-\ S ToH GROUNDING KIT IN NEMA | ENCLOSURE, SQUARE 'D", CLASS 3110, CAT. NO. HU362
T — —— TO BE USED FOR 3OKVA TRANSFORMER
l TRANSFORMER] | 30 KVA, DRY TYPE TRANSFORMER, 450V PRIMARY, |120/208 VOLT SECONDARY,
WITH 6- 2 1/2% FULL CAPACITY TAPS (2+4-), SQUARE "D", CLASST400, FOR INDOOR
APPLICATION
J 120/206V | FACTORY ASSEMBLED CIRCUT BREAKER PANEL BOARD, DEAD FRONT, SURFACE
PANEL BOARD MOUNTED, NEMA | ENCLOSURE, UL LISTED, 120/2086V, 3 PHASE, 4 NIRE COPPER

INSULATED BUS BARS, COPPER NEUTRAL BUS., COPPER EQUIPMENT GROUND,
MAIN I25A, 3 POLE, CIRCUIT BREAKER. |0-2POLE, 20 AMP BRANCH BREAKERS,
6-1 POLE, 20A, CIRCUIT BREAKER, 4 SPACES FOR FUTURE |- POLE BREAKERS
WITHLOCK AND KEY. SQUARE "D" TYPE NQOD. CONTRACTOR TO VERIFY
QUANTITY OF 2 POLE CIRCUIT BREAKERS, BEFORE PROCURRING THE PANEL.

K EXIT SlGN 2 RED STENCEL FACE WITH WHITE BACKGROUND, 2-T WATTS FLUORESCENT LAMPS,
EMERGENCY BATTERY PONWER PACK TO PROVIDE 90 MINUTES EMERGENCY [LLUM.
INPUT PONER 120V, SEALED MAINTENANCE FREE BATTERIES, TEST SWITCH, PILOT LIGHT,
LIGHT ALLARM ALL PLASTIC

L EMERGENCT > |(2) PAR 36 SIZE HIGH MPACT RESISTANT THERMOPLAGTIC HEADS, HIGH INTENSITY
LIGHT TUNGSTON HALOGEN LAMPS, WITH BATTERY BACK-UP PACK. LIGHT ALARM ALL PLASTIC
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